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NEW PATTERNS LIST

RELEASE TYPE POLYOLEFIN POLYOLEFIN POLYOLEFIN SPECIAL RESIN SPECIAL RESIN
APPLICATION PU PU PU, SEMI-PU, PVC PVC PU, SEMI-PU, PVC
RECOMMENDED TEMPERATURE 110 - 130°C 110 - 130°C 110 - 210°C 190 - 210°C 110 - 210°C
EMBOSS NO.

R-337 ¢) — A o) —
R-56-3G — o ) — —
R-323 — O (BC5) A (BC5) - -
R-324 @) — @) o) —
ENPLUS R-324 — — — — ¢)
R-224 — o) @) — —
NOTES O': Products available — : Products not available A : Performance data not available

This data is intended only as a source of information and is given without any guarantee and does not constitute a warranty.
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TREND PATTERNS LIST

RELEASE TYPE POLYOLEFIN POLYOLEFIN POLYOLEFIN SPECIAL RESIN SPECIAL RESIN
APPLICATION PU PU PU, SEMI-PU, PVC PVC PU, SEMI-PU, PVC
RECOMMENDED TEMPERATURE 110 - 130°C 110 - 130°C 110 - 210°C 190 - 210°C 110 - 210°C
EMBOSS NO.

R-102 O (EV160 TPD BASE) — 6] O —
ENPLUS R-181 — — — — O
ENPLUS R-176 — — — — e}

FN-L @) — o) — _
R-231 — 0] o) — —
R-288 — ¢) o) — —
NOTES O': Products available — : Products not available A : Performance data not available

This data is intended only as a source of information and is given without any guarantee and does not constitute a warranty.
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CASTING PAPERS Q¢

For Synthetic Leather g

FEATURES

Available for 3 types: That used for polyvinyl choloride (PVC)
casting leather; for polyuretahane (PU) synthetic leather; and
for semi-PU synthetic leather (PU/PVC combination synthetic

leather)

Awide variety of release surface available for synthetic leather

casting; i.e. the silicone, polyolefin, and special resin types.

- The Polyolefin type has superior properties, such as a wide
variety of applicable PU resin solutions, fine embosing, and
durability inrepeated use.

- The special resin types of offer an even gloss as well as

outstanding heat and scratch resistance.

Afull range of excellent embossing patterns are at your choice.




LINTEC Corporation

www.castingpapers.com

Tokyo Converted Products Sales Dept.

Osaka Converted Products Sales Dept.

Bunkyo Garden Gate Tower 8F Koishikawa, 1-1-1 Koishikawa, Bunkyo-ku, Tokyo 112-0002, Japan

Osaka Yotsubashi Shinmachi Bldg. 5F 1-4-24 Shinmachi, Nishi-ku, Osaka-shi, Osaka 550-0013, Japan

Phone : +81-3-3868-7721 Fax:+81-3-3868-7728

Phone : +81-6-6539-9133 Fax:+81-6-6539-3851

LINTEC (SUZHOU) TECH CORPORATION

No.30 Taishan Rd., Suzhou New District, Jiangsu 215129, China

Phone : +86-512-6665-3110 Fax : +86-512-6665-3020

LINTEC EUROPE BV.

Schweitzerlaan 88, 1187 JD, Amstelveen, The Netherlands

Phone : +31-20-673-3566 Fax:+31-20-673-8718

LINTEC EUROPE B.V. Italy Branch Office

Email : inquiry@lintec-europe.com

LINTEC HI-TECH (TAIWAN), INC

10th FI.-5, No0.318, Songjiang Rd., Zhongshan District, Taipei City 10468, Taiwan

Phone : +886-2-2571-7696 Fax:+886-2-2511-7625
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